
 

Application chart 
 
 
 
 
 

Of cial recommendation list for edgebanding 

Approved and quali ed by Holz-Her GmbH 

 

 

Jowatherm  | EVA hot melt adhesives 

Jowat-Toptherm  | PO hot melt adhesives 

Jowatherm-Reaktant  | PUR hot melt adhesives 

Jowat  | ushing agent 
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EVA PO PUR 

  
 

 

 
 

 

       

 

   

 

 
 

 

GRANULATE 

               

CARTRIDGE 

"CLASSIC" 

               

CARTRIDGE 

"GLU JET 2K" 

               

 

 
 

 

 

TRANSPARENT 

               

 
LIGHT BEIGE 

               

 
WHITE 

               

 
BROWN 

               

 
BLACK 

               

 

 
 

 

MELAMINE 

              
 

 
 

 

ABS, PP, PVC 

≤ 2 mm 

              

ABS, PP, PVC 

> 2 mm 

              

LAMINATES 

(HPL, CPL) 

              

 
SOLID WOOD 

              

VENEER 

FLEECEBACKED 

              

 
THICKVENEER 

              

 Technically preferred / Available 

 Technically convenient last updated: 09/2017 
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Please find any suggestions for processing and cleaning in the technical data sheet! Upon request! 

Product availability might differ by region. Please contact us. 

First class bonding 
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